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The new Dino-Lite 7013 HR models provide crystal clear high resolution 
images of superior quality. The 5 megapixel high resolution sensor makes 
it possible to display microscopic images, without loss of quality, on large 
screens or when large images should be printed. All the 7013 models 
come in robust aluminum alloy housing for enhanced protection. With the 
DinoCapture 2.0 software package, you can save images and videos, make 
time lapse recordings and perform calibrated measurements.

Dino-Lite Pro HR 5 megapixel
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1	 Checking electronics  
at 5 megapixel

2	 Euro bill detail  
at 5 megapixel

3	 Head of an ant  
at 5 megapixel

4	 Printwork  
at 5 megapixel

AM7013MT 

The new standard in 
digital microscopy

Best choice for generic 
applications

AM7013MZT

Great solution when 
working with re�ective 
objects (metal, plastics, 
electronics, jewelry etc.)

AD7013MT AD7013MZT

Great solution when 
working with re�ective 
objects (metal, plastics, 
electronics, jewelry etc.)

AD7013MTL

Optional mirror-angle 
(FC-L-MA1) available  
for inspection under  
90° angle

Applications of the Dino-Lite Pro HR 5
With the highest possible resolution in 
digital microscopy, the 5 megapixel series  
is an indispensable tool for:
>	 Use on smart board/ interactive 

whiteboard/ beamer
>	 Large format printing of microscopic 

images
>	 High precision industrial applications
>	 Scienti�c research/ laboratories
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ADJUSTABLE
~10 - 70x & 200x

ADJUSTABLE
~10 - 70x & 200x

ADJUSTABLE
~10 - 70x & 200x

CONTINUOUS
~10x - 90x

ADJUSTABLE
~10 - 70x & 200x

5 MEGAPIXEL
2592 x 1944

5 MEGAPIXEL
2592 x 1944

5 MEGAPIXEL
2592 x 1944

5 MEGAPIXEL
2592 x 1944

POLARIZER
ANTI-REFLECTION

EXCHANGEABLE
CAP

POLARIZER
ANTI-REFLECTION

POLARIZER
ANTI-REFLECTION

LONG WORKING
DISTANCE 

4 -15 cm

5 MEGAPIXEL
2592 x 1944

EXCHANGEABLE
CAP

The Dino-Lite ProX range is equiped  
with a USB 2.0 connection
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Dino-Lite digital microscopes are often used in industrial environments 
with high demands on durability and reliability. To o�er increased 
protection and durability the Dino-Lite models are also o�ered with metal 
housing. The full aluminum body o�ers enhanced protection and the best 
look and feel. Most of the Dino-Lite digital microscopes are available with 
a metal housing.

Dino-Lite ProX in metal housing

AM4013MT

Advanced measure-
ment functionality in 
the software

Most popular model 
for professional 
applications

Applications of the Dino-Lite ProX
Used in virtually every market segment 
Industrial: e.g. quality assurance/ control, 
assembly, repair, soldering, welding
>	 Law enforcement:  counterfeit  

detection, forensics
>	 Metallurgy
>	 Biology and chemistry
>	 Printing and textile
>	 Education and science
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AM4013MZT

Great solution when 
working with re�ective 
objects (metal, plastics, 
electronics, jewelry, etc)

AM4013MTL

Ideal for work under  
the microscope  
(i.e. repair/precision 
assembly tasks)

AM4013MZTL

Great choice for 
working under the 
microscope on shiny/
re�ective objects

AM4013MZT4

Best choice when a 
high magni�cation is 
required

1	 Inside a piece of metal

2	 Metal Dino-Lite with 
stand

3	 Part of �ower

4	 Soldering with  
a Dino-Lite
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ADJUSTABLE
~10 - 70x & 200x

ADJUSTABLE
~10 - 70x & 200x

CONTINUOUS
~10x - 90x

CONTINUOUS
~10x - 90x

1.3 MEGAPIXEL
1280 x 1024

1.3 MEGAPIXEL
1280 x 1024

1.3 MEGAPIXEL
1280 x 1024

POLARIZER
ANTI-REFLECTION

POLARIZER
ANTI-REFLECTION

1.3 MEGAPIXEL
1280 x 1024

LONG WORKING
DISTANCE 

4 -15 cm

ADJUSTABLE
~400x - 470x

1.3 MEGAPIXEL
1280 x 1024

POLARIZER
ANTI-REFLECTION

LONG WORKING
DISTANCE 

4 -15 cm

AD4013MT  
with exchangeable caps

AD4013MTL 
exchangeable caps & 
long working distance

AD4013MZT 
exchangeable caps, 
polarizer

AD4013MZTL
Exchangeable caps, 
long working distance 
& polarizer

Selected models 
with UV light are also 
available in metal 
housing. 

Dino-Lite ProX range is 
equiped with USB 2.0
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Dino-Lite Pro digital microscopes give professional users high picture 
quality as well as comprehensive measurement functions. The 1.3 mega-
pixel image sensor provides a high resolution and sharp picture, with a 
large �eld of view. A broad range of models is available in the Pro series, 
from the versatile AM413T (with magni�cations of 70x and around 200x), 
to the AM4013Tl (magni�cations of up to 90x and a long working distance 
up to 15cm). If you need a very high magni�cation, the AM4013ZT4 has a 
magni�cation of 400-470x and for working with re�ective objects you can 
choose the AM4013ZT with adaptable polarization.

Dino-Lite Pro
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1	 Di�erent layers  
of a painting,  
470x magni�ed

2	 Metal surface damage, 
with polarization,  
200x magni�ed

3	 Watch detail  
20x magni�ed

4	 PCB checking with 
AM4013T

AM413T

Most popular model 
for professional 
applications

AM413ZT

Great solution when 
working with re�ective 
objects

AM4013TL

Ideal for working 
under the microscope 
(i.e. repair/precision 
assembly tasks)

AM4013ZT4

Best choice when  
a high magni�cation  
is required

Applications of the Dino-Lite Pro
Used in virtually every market segment 
>	 Industrial: quality assurance/ control, 

assembly, repair, soldering, welding
>	 Law enforcement:  

counterfeit detection, forensics
>	 Metallurgy
>	 Biology and chemistry
>	 Printing and textiles
>	 Education and science

These models are also available with  
aluminum alloy housing for enhanced 
protection and the best look and feel.

The Dino-Lite Pro range is equiped  
with a USB 2.0 connection 

D
in

o-
Li

te
 P

ro

ADJUSTABLE
~10 - 70x & 200x

ADJUSTABLE
~10 - 70x & 200x

ADJUSTABLE
~400x - 470x

CONTINUOUS
~10x - 90x

1.3 MEGAPIXEL
1280 x 1024

1.3 MEGAPIXEL
1280 x 1024

1.3 MEGAPIXEL
1280 x 1024

POLARIZER
ANTI-REFLECTION

POLARIZER
ANTI-REFLECTION

1.3 MEGAPIXEL
1280 x 1024

LONG WORKING
DISTANCE 

4 -15 cm


























